REVISIONS
NOTES: UNLESS QOTHERWISE SPECIFIED. REV DESCRPTIEN DATE arr. | BBV
1. LABEL PER CUSTONER SPECIFICATION 0 | INMIAL RELEASE 00-0Z70¢ -

2 GONNEGTORS PULARTTY :
TIF (GENTER}— NEBATIVE (~)
SIEEVE — POSTIVE (4}
TYFICAL MATING PLUG SWITCHCRAFT .147° MININTURE PHONE PLUGS
P/Ni 740 (SGREW TERMINAL) OR F/N: 750 (CLAMP-LUG TERMINAL.

5 TEMPERATURE COMPENSATKIN ERROR IS +5% OF FULL SCALE QVER O—RING.
THE OPERATNG TEMPERATLIRE RANGE WORST CASE TRACKING ERROR M18 X 1mm THDS
(WITHIN THE FIRST HOUR AFTER A MAXIMUM TEMPERATURE STEF) IS
¥7.5% OF FULL SCALE. (GAS SAMPLES MUST BE BRGUGHT TG AMBIENT
TEMRERATURE) PERCENT READCHIT IS ENLY WITHIN +1% AT EDNSTANT
PRESSURE (5. A 10% INCREASE IN FRESSURE WILL RESULT IN A 1DX
INGREASE IN READING).

4. ASSEMBLY TO BE PACKAGED IN A GAS BARRIER BAG.
S ASSEMELY MANUFAETURED AN TESTED T8¢ MFD—E1879.

SFECIFICATIONS: 1150 .B22
1) BUTRUT — (7—13MV} IN AIR AT 25 °C, SEA LEVEL
2) RANGE — 0—1 ATM P02, 0-2 ATM POZ

3) ACCURAGY — WITHIN +/—1% OF FULL SCALE AT GONSTANT
TEMPERATURE AND PRESSURE (0—-1 ATM): 2%
FULL SCALE ATM AT CONSTANT PRESSLIRE AND
TEMPERATURE (6—2 ATM FG2) SENSING 260

SURFACE —-280|=—
4) RESPONSE TIME — LESS THAN B SECONDS FOR 90% OF FINAL VALUE.
5) OFFSET — LESS THAN O0.5% OF OXYGEN EQUIVALENT AT 25 °C (77 'F) N 1.64
ZERO GAS AFTER 36 SECANDS. -
8) HUMIDTY — D TO 99% RH. (NON—CONDENSING). ’
7) OPERATING TEMPERATURE RANGE — O TQ 40 °C (32 TO 104 °F) MEN [T | PART Nee | DESCRPTON
BLL &F NATERAL
B) STORAGE TEMPERATURE — 0 T@ 50 *C (3Z TR 12Z 'F) ey T BRI TS T T 3 T AR SRS A e S
. INFERUATEN. I IS NOT 0 BE OHPETY, REPRESSUSFT: BF LSFT WIHELT VRTEN PERMISEEN. |
#) AVG. EXPECTED CELL UFE — 38 MONTHS IN AR AT Z5 "C AND 5% R.H. T 4% Teledyne Analytical Instruments
10) SHELF LIFE: 24 MONTHS LNEAR {‘% T E A tusinexe unft of Teledyme Hertranic Teshmalngfes
X = t.mo CITY OF INDUHSTRY, CALIFERNIA §1748
11) WEIGHT — 1.1 QZ (31 GRAMS) =/ pee o T —
12) LOAD — 10K REQUIRED N/ ORFT: D. COMEA 7-0—B0- SPEC. CONTROL DWG. -
:{/ ﬁ; OXYGEN SENSOR
- CLASS R17D HHET | &F 1
?; E{ﬂt M. GONZALEZ NATL NG N REV
REFERENSE | €AD 1.0, 72146-B —_ B _72 ,I 4—6 O




